General wiring diagram
Sequent Alba Plus

N\

Date: 10_05_16

Diagram n°:

In place of diagran n°://./[.//

- - - - - Draftsman.: |.C.
Multipoint Electronic Injection —
Signature: )
\
Changeover i . Level sensor connector
@ Switch Diagnostic
Fuse Fuse Point
5A .
Yy Rear Solenoid Valve Connector
6)
@
@I \c o
EE S
2= 2
Ola|e 5]
o = g £
5@ 8 5
|| > o
o2 PPN ©
o|5|0|= ~ BN 2
5 85|% al |olels @
2828 13 588 |8
ola E‘ 5] o S22 5] =
= el Cl X X ~| =]
ois3ERL Q0|0 =D
SIS 5 0 (&) © O
S|l oslo|0OlZ > g >3 aly
- 2
o|LEa | |ala —|=
ol ElTIQFE|EIEl |81
pug gE—, >3 ~ Q> gl £l
Blcx|L|Z RN EEEE™
R E B E R
o = = = = |2 |g |5 _I2|9als| L EE T =2
glgiglgleloigl Slclelc|glel€/ 515552 Bl Blels B85S
Ol olo|o|l0|6|9|o ©|lo|o|o| Ol o o9 = o0
2152562525 o525 2 5 L3 L2073 T 3L 0T DL LL
| 3 g8 8|8 £/8|S|8| 5182|5668 |%| 2|2 |E |2 2| 6| 6|6
Olo | Elo | Elo | Elo | E o |Elo |Elo | S0 | £
oAl b e by rleslaS S| YYYYYYYYY Y YYY
%%:%:%?%? g}‘}%? %:N;’%:’ Connection
Liclolc|olc|D|S|@ clo|S|o|clo| 5|2
/80|88 o85S |o EBEBEB%.Q
O|5|0|5|0|50|5 5|05 5|0|> . .
= o= = o= =|0|= 7>< 1° Petrol Injector Signal
N4 2° Petrol Injector Signal
3° Petrol Injector Signal
4° Petrol Injector Signal
5° Petrol Injector Signal
6° Petrol Injector Signal
7° Petrol Injector Signal
8° Petrol Injector Signal
Injector Positive
Water temperature
sensor
Gas Pressure
and
Gas Injectors Sequence Gas Injectors Sequence Te';z:;z‘:"e
-4 Petrol
Injectors
Sequence
WARNING:
- Follow carefully petrol and gas injectors sequence as shown in the diagram. NOTE: .
- Never connect front and back Solenoid Valve cables to the Ground. - Follow injectors cut-off
- In order to make a front and back Solenoid Valve right diagnostic, don't connect them to each other. instruction
\- Never replace fuses with another ones with bi%er amperage. Y,
( cAuTION: A
Be careful with the cars for which the manufacturer prohibits or advises against disconnecting the battery, not to alter the antitheft devices or automatic adaptivity -
Never use welders connected to the battery of the same car - Connect with suitably insulated soft solderings - Position the BRC electrical devices in a well ventilated
area, protected from water seepages and heat sources - We recommend to insulate the BRC electronic control unit wires which are not connected - BRC reserves the
\/ight to modify this diagram without notice - We also recommend you to be sure to have the last revision of the diagram drawn up by BRC. )




